


Included With Your Purchase
� DrawingBoard III tablet
� Corded or cordless transducer
� CD ROM with TabletWorks software 

drivers and user’s manual
� Power supply
� All necessary cables 

Transducer Options
� 16-button cursor, corded or cordless
� 4-button cursor, corded or cordless
� Click tip pen, corded or cordless
� Pressure tip pen, cordless
� Lite Touch pen

Other Options
� USB adapter

G R A P H I C S  T A B L E T S

P R O D U C T  S P E C I F I C A T I O N S

Platform Support PC

Software Drivers Microsoft mouse emulation

Hardware Interface RS-232 serial standard, Universal Serial Bus (USB) adapter optional

Accuracy ±0.010 in/0.254 mm

Resolution 2,540 lines per inch/100 lines per mm 

Proximity ≤0.5 in/12.7 mm

Baud Rate Up to 19,200

Data Rate Up to 200 coordinate pairs per second

Technology Electromagnetic

Output Formats 34 industry-standard formats

Operating Modes Prompt, point, run, line, track, increment, mouse, delta, and 

grid update

Power Supply 100/110 volt or 220/240 volt wall mount power supply plugged 

into serial cable

Power Requirements 12 to 17 volts, DC, 200 mA current draw

Certification UL 1950, EN60950, FCC-B, DOC-B, VCCI Class II, EN50082-1, EN55022

Operating Temperature 50 to 104°F/10 to 40°C

Storage Temperature -40 to +158°F/-40 to +70°C

Humidity Range 0 to 95%, noncondensing

Operating Altitude Up to 15,000 ft/4,600 m

Storage Altitude Up to 50,000 ft/15,200 m

Warranty One-year warranty; extended warranty available USA only

Tablet Options and Physical Dimensions
Model Active Area Width Depth Height (front) Height (back) Weight

34120 12 x 12 in/305 x 305 mm 14.6 in/371 mm 15.9 in/404 mm .7 in/17.8 mm 1.7 in/43.2 mm 4.1 lb/1.9 kg

34180 12 x 18 in/305 x 457 mm 20.7 in/525.8 mm 15.9 in/404 mm .7 in/17.8 mm 1.7 in/43.2 mm 9.5 lb/4.3 kg

VectorTec Digitizers
Global Delivery

www.GETDigitizers.com

Phone: 866-771-7178
Fax: 832-201-9947

Microsoft Windows 95, 98,ME,NT, 2000, XP, Vista, 7
Autodesk Device Interface (ADI)


